TELEFUNKEN PARTNER 111 3071 


T52 



Specifications 


Battery operation: 6 V, 4x1.5 V "Mlgnon" cells in series Circuits: 5, incl. 2 variable by tuning capacitor 

(0.55' dia., x 1.88/2') Wavebands: MW, 515 - 1625 kc 

Static current: approx 7 mA LW, 147 - 265 kc 

Playing time: with 1 set of dry (high performance) cells, more than Antenna: built-in highly sensitive Ferrite antenna 

200 hours at medium volume IF: 460 kc 


Transistors: 7 with 8 functions 

AF 101 self-oscillating additional mixer stage 
AF 101 1st. IF stage 
AF 101 2nd. IF stage 
OC 602 AF pre. amp. stage 
OC 602 AF driver stage 

OC 604 spec! } P u * h *P ul1 output stage 
Germanium diodes: 2 with 3 functions 

OA 174 local station control 

OA 174 IF rectification and AVC diode 


AVC: reversed, effective on 1st. IF stage 

Volume control: logarithmic, combined with ON/OFF switch 

Speaker: one 2.75' dia., PM speaker. Voice coil impedance, 

10 ohms 

Earphone connection: for dynamic or magnetic earphones, impedance, 
10 - 100 ohms 

Casing: Polystyrol shockproof, practically unbreakable plastic, 

finished in ivory/gold or ivory/red 
Casing dimensions: width, 4.90"; height, 3.22'; depth, 1.49' 

Weight: less batteries, 15.87 oz. 

with batteries' 17.98 oz. 
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